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10-50x56

With a winning pedigree and time-tested technology,

the K1050 delivers uncompromising accuracy.

PRODUCT HIGHLIGHTS

¢ Unique ergonomics specifically designed for F-Class demands.
¢ True 5x zoom with uncompromised optical performance across the entire adjustment range.

¢ Reduced weight to optimise the total weight of the rifle system.
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TECHNICAL DATA

KAHLES

Focal plane

Magnification

Obijective lens diameter (mm)
Field of view (ft/100 yds)

Exit pupil diameter (mm)

Eye relief (mm)

Diopter compensation (dpt)
Twilight factor (DIN 58388)
Parallax adjustment (m)
Impact correction / Click E/W
Clicks / Revolution E/W
Adjustment range E/W (MIL)
Adjustment range E/W (in/100 yds)
Adjustment range E/W (MOA)
Adjustment direction

Windage

Maintube diameter (mm)
Length (in)

Weight (oz)

Battery type

Obijective filter thread

Reticles

ZERO INDEX
Waterproof (ISO9022-8)

Accessories (optional)

SFpP
10-50
56
8.7-1.8
5.5-1.1
3.74
+2/-3,5
23.7-52.9
8 -0
1/8 MOA
160/160
16/12
57.6/43.2
55/41
CCW
right
30
16.9
31.4

M58 x 0.75
MOAK
v
4

Flip-Up Cover Objective 56 mm / Ocular 46 mm,
Sunshield 56 mm, Killflash ARD 56 mm, Parallax
Spinner blank
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